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General Notes

1- ALL DIMENSIONS AND LEVELS ARE IN METERS UNLESS OTHERWISE
INDICATED.

2- LEVELS INDICATED ON PLAN FOR RESPECTIVE FLOORS ARE TO TOP OF
FINISH FLOORS AND ARE GIVEN IN MILLIMETERS.

3- ALL DIMENSIONS ARE FROM STRUCTURE TO STRUCTURE, UNLESS OTHER
WISE INDICATED.

4- DO NOT SCALE THIS DRAWING AS A BASIS FOR CONSTRUCTION, WORK
FROM FIGURED DIMENSIONS ONLY.

5- THIS DRAWING MUST BE READ IN COMBINATION WITH ALL OTHER
ARCHITECTURAL AND ENGINEERING DRAWINGS RELATED TO THE SAME SHEET
AND ANY ITEM ON IT.

6- ALL DIMENSIONS/LEVELS MUST BE VERIFIED BY THE CONTRACTOR BEFORE
PREPARATION OF SHOP DRAWING OR EXECUTION OF ANY WORKS ON SITE.

7- DOOR HEIGHTS AND LEVELS ARE MEASURED FROM FINISH FLOOR LEVEL TO
CLEAR OPENING.

8- STRUCTURAL ELEMENTS DO NOT INCLUDE WALL FINISHES SUCH AS
PLASTER, PAINT, GYPSUM BOARD, WOOD CLADDING AND ANY OTHER
DECORATIVE ELEMENT.

9-FOR ALL TAG AND HATCH LEGENDS REFER TO INDEX, UNLESS MENTIONED IN
THE DRAWING’S SPECIAL LEGEND.

ARCH.  MUSSE ALI IMAN
CONTACT: 252 SHIBIS DISTRICT MOGADISHO SOMALIA.

TELE:+252617514620
EMAIL: MOSESIMAN@OUTLOOK.COM

SANGUNI FARMING
COMPANY.

NOTES:
  All IEE
regulaons shall be observed, i.e
regarding final sub circuits, regarding
earthing, regarding terminaon. The
wiring system shall be in PVC
conduing. 20.0 mm conduits shall be
used for the internal wiring All power
and lighng CCTs shall be installed in
1.5mm,2.5mm  single cores cables
respecvely. There shall be a 3-way
consumer unit in each room.
 All supply circuits shall be done
using underground method in
16.0mm - 3 core armoured cables. A
comprehensive  earth- test shall be
done to determine the appropriate
earthing required. A 3-phase 415V
supply from the local authority shall
enter the premise in  underground
cable.


