


















 

4-25mm DIA. x 750mm
GALVANIZED ANCHOR BOLTS
C/W-2 NUTS
2 FLAT WASHERS
1 LOCK WASHER EACH

19mm DIA.
RIGID CONDUIT

3m x 19mm DIA. GROUND ROD
AND 19mm DIA. CLAMP
(WHEN REQ’D.)
SEE NOTE 2

SEE
NOTE 2

COIL 2m OF
CONDUCTOR

GRADE

25mm x 45^
CHAMPER

APPROVED BACKFILL AROUND
FOOTING TO BE COMPACTED IN
150mm LAYERS

DUCT ENTRY
EACH SIDE
2-75mm PVC
DB2 DUCT 
90^ 610mm RADIUS

FOOTINGS IN SOIL
FOR 4.5m, 8.2m, 9.8m  & 11.3m POLES

LC

343mm DIA. BOLT
CIRCLE

GRADE

SEE
NOTE 2

COIL 2m OF
CONDUCTOR

19 DIA.
RIGID CONDUIT

4-25mm DIA. 
GALVANIZED
ANCHOR BOLTS
C/W-2 NUTS
2 FLAT WASHERS
1 LOCK WASHER EACH

25mm x 45^
CHAMPER

4-25mm DIA. REINFORCING 
RODS GROUTED INTO 
ROCK

3m x 19mm DIA. GROUND ROD
AND 19mm DIA. CLAMP (DRIVE 
WHERE PRACTICAL) OR
GROUND PLATE (WHEN REQ’D.)
SEE NOTE 2

DUCT ENTRY
EACH SIDE
2-75 PVC
DB2 DUCT 
90^ 610mm RADIUS

FOOTINGS IN ROCK
FOR 4.5m, 8.2m, 9.8m  & 11.3m POLES

300mm MIN.
760mm MAX.

75mm MIN. SPLICE

NOTES:
1. ALL DIMENSIONS IN MILLIMETERS UNLESS OTHERWISE

   SPECIFIED.

2. GROUNDING TO BE PROVIDED AT EVERY FIFTH AND LAST

   POLE IN THE CIRCUIT, WITH #8 AWG IGRD. SPECIAL PROVISIONS   

   SHALL BE TAKEN WHEN IN THE VICINITY OF OVERHEAD 

   PRIMARY CONDUCTORS.

3. CONCRETE TO BE 30MPa-20mm AGGREGATE 80mm SLUMP

   6% AIR ENTRAINMENT.
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PYRAMID CONCRETE FOOTING
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LC

343mm DIA. BOLT
CIRCLE

COMPACTED GRAN ’A’1
5

0

LEVEL OF ROCK
MIN. 500mm BELOW GRADE


